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Thank you for joining WifiTastic,

This guide should have you set up in no time. The ‘Quick Start’ section will cover most cases. If it doesn’t, then you’ll need to turn the page for more help.

Enjoy,

The WifiTastic team
Quick Start Guide
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7. Power on the Computer. 

8. Open your Browser (Internet Explorer or Opera). 

9. Type http://192.168.1.1 in your web browser address bar. 
10. You should see the WifiTastic setup page. It will contain a button marked “Get Started at WifiTastic”. Click on the button and follow the instructions!

If you’re having any troubles connecting – these should help…
Check your Network Settings
a) [image: image1.png]


Click on ‘Start’, select ‘Control Panel’ 
b) If you see categories, then select 
‘Network and Internet connections’
c) Now select [image: image7.png]& Network Connections




d) Right click on ‘Local Area Connection’ 
e) Select the ‘General’ tab, then select ‘Internet Protocol TCP/IP’ and click on ‘Properties’ (shown on right)
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f) Select ‘Obtain an IP address automatically’ and ‘Obtain DNS server address automatically’ and click ‘OK’ (shown on left)
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g) Finally, open Internet explorer, select ‘Tools’ then ‘Internet Options’ 
h) Now select the ‘Connections’ tab and click on ‘LAN Settings’
i) Make sure none of the options are selected; click ‘OK’ and everything should work. (Shown on right)
j) If you still haven’t got a connection – try closing Internet Explorer and rebooting your computer – Windows is funny like that…
Turn off & turn on.
If you’re still having problems, then turn off your PC, and unplug the power cables from your hotspot and modem.
Now plug in the power cable for the modem and wait for it to start up. Next plug in the power cable for your hotspot and wait for it to turn on (the DMZ light will go off). Finally turn on your PC. 

This ensures that each device in turn identifies itself to the device that was turned on previously.
If you’re still stuck…

So you can access the Internet reconnect your PC directly to your modem like it was before you started. You may need to follow the instructions in the “Turn off & turn on” section above.
You can ask for help at www.WifiTastic.com/forum
Or email us at support@WifiTastic.com
Or call us on 1 760 208 1041
WifiTastic.com • 59-556 Akanoho Place • Haleiwa •96712 • +1.760.208.1041
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